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 Our preSent, invention, relates to holdërs for 
flshing lines, hooks/and tackle, and more spe- 
ciflcally fo an .automatic trotlinesetter dapted, 
a. a portable appliance, for attachment fo the 
gunwa]e of a boat for use in trotline flshing, and 
a]so adaped for attachment to a support for 
storage,-and for drying, and: servicing the lines 
and tackle. The invention as illustrated may be 
emboded in separable units or sections for use 
by commercial fishermen in setting mlles of ready 
baited continuous trotlines; and the separated 
unlts are adaped for smaller scale flshing opera- 
tions,.from which the lines may be paid out with 
Speed and convenience without..danger of en- 
tangling the lignes and tackle. 
The sectlons-or-units, a-re-each-êqïipped with 
Interc!angeable and removable racks and..rack 
brs for. supportlng, the_ line.-and .tacPAe..in _pre- 
dete ,rmred_arrangement,.and therack bars may 
b.edispençed with, suc_cessively,, as the line ]s 
beIDg..eç, to facilitate the setting operati0n and 
.acc.urately se_t the. ]Lrles. -  
 Th.e a.ta¢llent. in. which the irvention is em- 
_odled .ilcu.des. a_minimum number o parts:that 
ay .wih. facility be manufatured at. lo.w. cost 
qf podUcti0.n_,_ ad.the_parts, may be assembled 
with convenience, and dismounted wRh ease, to 
assure a setting device tha is simple in con- 
struction and operation,, and which rnay. be 
manipulated for--speedyflshing operat.0ns..  
...The invention-consists-in certain novel fea- 
tures of construction and combinations and ar- 
rangements of parts as will hereinafter be 
described and more .particularly set forth in the 
appended claire. 
If, the accompanying drawings we have illus- 
trated a Complete example of a physical embodi- 
ment of our invention in which the par, fs are 
comblned and arranged in accord with one mode 
we have devised for the practical application of 
the principles of the invention. It wi]l however 
be understood that changes and alterations may 
be ruade in these exemplifying drawings and 
 mechanical structures, within the scope of our 
claire without departing from the principles of 
the invention. 
Figure 1 is an exploded, broken away, perspec- 
tive vlew, of a trotllne setter in which our Inven- 
tion Is embodled, and mounted by a swlveled 
clamp bracket on the gunwale of a boat or other 
support. 
Figure 2 Is a vertical sectional view of a two- 
unit or two-sectlon setter, showing the manner 
of feeding out or settlng the trotline from a coil 
in the serrer. 
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.= Figure 3,iS view similar t, Fig 2 shovirig  
 single unitserrer,  ........ 
-: Figure 4 is a detafl .view showing themanner 
of upporting- a hoOk.:and tackle on. one of.:tlàè 
 rackbars.- - " :,: :.- ..... 
Figure 5 is a horizontal plan.view of à portion 
o.f the base section or unit, as: af line §: of 
Fig 2.; and Figure :6 .illustrates .the.:m'anne 
coiling the.trotline.within.the serrer: :'-.. -= 
10 .-:::In'. order that  the. general arrangement  and 
utility- of parts may readily.:be understood:v¢e 
bave-indicateddn Fig. 1 the:gunwalWGof/abot, 
:upon. which the serrer is swiveled and. the trot- 
lirie T:with its tackle including':branch:-lireæ, or 
15 staging lineg S and hooks H(ïs 
-partment :C of,the:base.unitor bottOm sectiOï::of 
the setter. " ' " : .:   . - ' .:.: .::: 
In actual practice two or more sectior/s:may 
 be- employed for -commercial fishing;, and.--for 
20 smaller scale fishing operationsthebase unitor 
bottom section may be.used, singl:v. The secs. 
tions or units are mànufactured of suitablernate 
rials and in desirable sizes for interchargeïble 
use,-and the separable racks or boxes .are also 
25 ruade up o interchangeable and removable 
 The base unit orbottom sectionconsists Of::a 
rack or. open boxlik structure having two::op- 
posed end walls -and 2 and a bak.wall 
together witha narrow bottom4 that formsthe 
3o compartment:or .receptácle .C in-which the. line 
is .coiled and from which the line is fed Out. or 
set. The serrer may be attached to the gunwale 
G of a boat as indicated in Fig. 1 by means of a 
swivel bracket having a clamp base § tht 
35 clamped by screw  fo the gunwale, and one arm 
, of an angular swivel pin is j ournaled in a bear- 
ing $ of the clamp and flxed in adjusted posi- 
tion by set serew 9. 
The upright arm {} of the angular swivel pin 
40 is journaled in a bearing ! ! attached to the back 
wall $ of the box or rack, and set screw 2 is 
employed for flxing the bracket in adjusted posi- 
tion. By means of the double acting swlvel 
bracket the attachment may ,be swung outboard 
45 or inboard for various steps in the flshing opera- 
tions. 
Each end wall , 2, of the box or rack, on its 
inner side is equipped with pairs of rigidly 
mounted U-shaped stirrup brackets or hangers 
5o as $ and 4, and the complementary hangers 
of an alined pair are adapted to receive and 
 support the ends of an interchangeable and 
movable rack bar § that is preferably fiat, 
 and rectangular in cross section, and the rounded 
55 top edge  of each rack bar is faShioned with 



a series of spaced V-shaped notches or kerfs 
17 adapted to guide the branch hook-lines of 
the trot-line. 
With the trotline coiled in the c0mpartment 
C, the hook and tackle or the branch lines S 
and hooks H are suspended in the notches of 
the successively arranged rack bars, and as the 
trotline is paid out or set the tackle is successive- 
ly dispsëd from tle -outerrnost raCk bar as 
the stag lines S are successively liîted "from 
their notches or keffs. Benng with the 
ourmost rack bar, as in g. 3, when this bar 
is emptied of its tache, the empy r-is :lifted 
from ifs stirmp brackets or hangers to provide 
free movement for the tackle bêing .ispensed 
from the next rack bar, and as-the troline 
fed from the serrer the rack ba ae .succes 
sively removed. r stowing the trotline and 
tache ts feeding operation of. the line-is  
versed, and the innermoBt rack bar is flrst placed 
n 2ts rackets 'o r'eceve and Suppo the tae, 
then succeeding rack bars are ptace in their 
îrts and  :succeedng tache-supported 
ron,tfl he ecssa nberof rack bars 
have been installed to accommodate the hook 
,nd tcle of .the rotllne. 
Teint  loer ne, ca second section or rack 
s rs «mound upn "th base ut, and 
the trothne s .st ,the .ak is firSt dispensed 
'rom the «outermot yack bar of-he upper sec- 
tio; hen he succeeing rck .bars.of the upper 
.soeti e successively remove as .the tache 
4s sed-tfrom. '.en the uppr .section 
"bas  .emptied, it ;s xemod _from th base 
.on, .:d n he settg- of the .lin is con- 
 u by disg he tkle :from the. ouer- 
most rack bar of the base ut, as pr«violy 
"dcr, 
 poe secton or r .includ two 
d end wlls  ïand 49 ach of whiCh -s 
e th aim .of stirrups or :brackets 
o roeei :d-support the rack bars  in -se, 
d  d waIls re uted  ,a back wll 
  ,fore .a ra hat is «open at ts top, :at  
ooEem, nd op at its ront, fo pmit free- 
d-Of mement 'ef he trothn .and tache. 
ne or mo»e of hes open racks may Suc- 
oessivly  mouned upon th base section, 
d m'ovab]y he n place by means uf .two 
etoeing .rner cps :  of .ghtangular shape 
e;fased tohe re cornersof h rack 
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and adapted to fit over the complementary 
corners of the base unit; and in addition the 
front edges of the two end walls f8 and f9 are 
each equipped with a centering clip as 22, of 
5 t-shape that is adapted to fli over ihe upper 
corner af the front edges of the side walls ! 
and 2 of the base unit. By this means the 
upper rack may readily be set in position, when 
reqUired, ontle base rdk,:ïn Withqàl facility 
10 .the upper rack may be letahe-d anal removed 
after serving its purpose. 
Having thus fully described our invention, 
what we clam as new and desire to secure by 
Letters Patent is: 
15  .n .a setional trotline setier having an upper 
section and a lower section and the lower sec- 
tion forming ïa recepçacle for a coiled trotline, 
and a pair of opposed end walls for each sec- 
tion, the combination wiih means for detach- 
20 ably mounting the upter section on the lower 
section, of a series of sirrup brackets moUnted 
 on adjoining :faces-of he '.opp)sed walls, and :a 
ser.ies of removalJle and iTlt-erhangeable rack 
bars each rck lar bèing tdàPted to be .mounted 
25 !in'a pair 'of said stirrup brackéts :in each sction, 
said :rack "bars being provided with :supporting 
 Rnd guiCling mRns :for th blanch ho0k-lines o 
the trotline. 
 . IVI/VN .I£ZlA. 
30  J/VES LGGINS. 
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